
MANHOLE 398
= HIGH LEVEL WARNING DEVICE

= FLASHING ARROW BOARD

= TYPE III BARRICADES W/SIGN

= FLAGMAN

= EXISTING SIGN

= TYPE III BARRICADES

= WORK AREA

= TRAFFIC CONE

= PORTABLE SIGN

LEGEND:

= EXISTING RED CURB

= EXISTING DRIVEWAY

= TYPE II BARRICADE

= EXISTING STRIPING

= DIRECTION OF TRAFFIC FLOW

= POST TEMPORARY TOW AWAY 

= DOUBLE YELLOW LANE LINES

= EXISTING LANE FLOW DIRECTION

= SIGNALIZED INTERSECTION

r/c
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 Consulting, LLC

1.     IT IS THE RESPONSIBILITY OF THE CONTRACTOR PERFORMING THE WORK TO INSTALL
AND MAINTAIN THE TRAFFIC CONTROL DEVICES AS SHOWN HEREIN, AS WELL AS ANY

TRAFFIC CONTROL PLANS

SUCH ADDITIONAL TRAFFIC CONTROL DEVICES AS MAY BE REQUIRED TO INSURE THE
SAFE MOVEMENT OF VEHICULAR AND PEDESTRIAN TRAFFIC THROUGH OR AROUND 
THE WORK AREA AND PROVIDE MAXIMUM PROTECTION AND SAFETY TO CONSTRUCTION
WORKERS.

2.     ALL TRAFFIC CONTROL DEVICES SHOULD BE KEPT IN THEIR PROPER POSITIONS AT ALL
TIMES AND SHOULD BE REPAIRED, REPLACED, OR CLEANED AS NECESSARY TO 
PRESERVE THEIR APPEARANCE AND CONTINUITY.

3.     ALL TRAFFIC CONTROL DEVICES SHALL CONFORM TO THE LATEST EDITION OF THE
CALIFORNIA MANUAL OF TEMPORARY TRAFFIC CONTROLS OR W.A.T.C.H. HANDBOOK.

4.     ALL FLASHING ARROW SIGNS SHALL BE SOLAR POWERED.

5.     CONTRACTOR SHOULD PROVIDE FLAGMEN AS NECESSARY TO GIVE ADEQUATE WARNING
TO TRAFFIC OR TO THE PUBLIC OF ANY DANGEROUS CONDITIONS TO BE ENCOUNTERED.

6.     CONTRACTOR SHALL REMOVE ANY TEMPORARY TRAFFIC DELINEATION, SIGNAGE, AND
OTHER DEVICES WHEN NO LONGER REQUIRED, AND SHALL RESTORE AREAS TO 
ORIGINAL CONDITIONS.

7.     CONTRACTOR SHALL COVER EXISTING SIGNS WHERE THEY CONFLICT WITH
CONSTRUCTION DETOURS AND SIGNING.

8.     ALL OPEN EXCAVATION OR CONSTRUCTION WORK SHALL BE A MINIMUM OF 5' FROM
ANY OPERATING TRAFFIC LANES.

9.     CONTRACTOR SHALL COORDINATE WITH THE CITY FOR ANY TEMPORARY TRAFFIC
SIGNAL TIMING MODIFICATIONS.

10.    ALL STRIPING AND MARKING SHALL CONFORM TO STATE OF CALIFORNIA DEPT. OF
TRANSPORTATION STANDARD SPECIFICATION AND THE STANDARD SPECIFICATIONS
FOR PUBLIC WORKS CONSTRUCTION, LATEST EDITIONS. TEMPORARY REMOVABLE
STRIPING TAPE (DETOUR GRADE) MAY BE USED IN LIEU OF PAINTED STRIPING.

11.   THE CONTRACTOR SHALL PROVIDE ACCESS TO ALL ADJACENT PROPERTIES AT ALL TIMES.   
CONSTRUCTION OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS TO CAUSE AS
LITTLE INCOVENIENCE AS POSSIBLE TO ABUTTING PROPERTY OWNERS/OPERATORS.

12.   ALL SIGNS SHALL BE RETRO-REFLECTIONIZED AND STANDARD SIZE PER THE CA MUTCD.   
13.   THE CONTRACTOR SHALL PROVIDE FOR SAFE PEDESTRIAN ACCESS AT ALL TIMES.

14.   ANY REVISIONS TO THESE DRAWINGS SHALL BE APPROVED IN WRITING BY THE ENGINEER OF RECORD
AND THE CITY OF GARDENA.

15.   THE CITY RESERVES THE RIGHT TO OBSERVE THE TRAFFIC OPERATIONS AND TO MAKE ANY NECESSARY
CHANGES. ANY DIRECTED CHANGES SHALL SUPERSEDE THESE PLANS AND SHALL BE IMPLEMENTED AT
THE SOLE EXPENSE OF THE CONTRACTOR.

16.   WORK HOURS PER PLAN EXCEPT HOLIDAYS. POSTING OF "NO PARKING" SIGNS SHALL BE MINIMUM 72
HOURS PRIOR TO WORK.

17.   HALF ROAD CLOSURE REQUIRES APPROVAL FROM DEPT. OF PUBLIC WORKS. UPON COMLETION OF
EXCAVATION, CONTRACTOR SHALL RESTORE ANY PAVEMENT MARKINGS AND STRIPING THAT
WERE REMOVED DURING CONSTRUCTION.

18.   CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGES TO TRAFFIC SIGNAL EQUIPMENT SUCH AS
LOOP DETECTORS, CONDUIT, ETC.

19.   CONTRACTOR SHALL CONTACT METRO AT (213) 922-4632 TO TEMPORARY RELOCATION OF BUS STOP.

20.   ALL EXCAVATIONS SHALL BE BACKFILLED OR TRENCHPLATED AT THE END OF EACH WORK DAY.
ASPHALT RAMPS SHALL BE PLACED AROUND EACH TRENCHPLATE TO PREVENT THE PLATE FROM
BEING DISLODGED. CONTRACTOR SHALL MONITOR TRENCHPLATES DURING NON-WORKIN HOURS
TO ENSURE THAT THEY DO NOT BECOME DISLODGED.

21.   TEAR DOWN AND SET UP TEMPORARY TRAFFIC CONTROL DEVICES DAILY.

22.   CONTRACTOR SHALL CONTACT LADOT AT (213) 485-2298 FIVE BUSINESS DAYS PRIOR TO 
CONSTRUCTION TO POST TEMPORARY NO PARKING SIGNS AND COVER PARKING METERS.

23.   OBTAIN CITY OF TORRANCE PERMIT FOR WORK OR ENCROACHMENT ON THEIR SIDE.
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