


SPAN BEAM SIZE
Up to 4'-0" 4X4

4'-1" to 6'-0" 4X6
6'-1" to 8'-0" 4X8

8'-1" to 10'-10" 4X10
10'-0" to 12'-0" 4X12*

ALLOWABLE SPANS FOR DF #1 HEADERS
Maximum span of tributary load 20'-0"

RAFTER SIZE SPACING ALLOWABLE SPAN JOIST SIZE SPACING ALLOWABLE SPAN
24" 10'-10" 24" 9'-10"
16" 13'-3" 16" 11'-13"
12" 14'-11" 12" 12'-5"
24" 13'-0" 24" 14'-10"
16" 16'-11" 16" 17'-8"
12" 15'-6" 12" 19'-6"
24" 16'-11" 24" 18'-9"
16" 20'-9" 16" 23'-0"
12" 23'-11" 12" 25'-8"
24" 19'-7" 24" 22'-11"
16" 24'-0" 16" 26'-0"
12" 25'-0" 12" 26'-0"

* 4X12 DF No. 1 may be used for a 16'-0" garage opening in one-story patio or carport structures.
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Live Load: 20 psf
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Dead Load 5 psf/ Live Load 10 psf
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ALLOWABLE SPANS FOR DF #2 ROOF RAFTERS
Light Dead Load (up to 15 psf)/ Max. Roofing Load: 6 psf (Asphalt Shingles)

ALLOWABLE SPANS FOR DF #2 CEILING JOISTS

2X6


