
WELL SLA AND PEDESTAL

2" SCREWED CAP WI
LOCKING HASP AND
STAPLE (4 REQUIRED)

2" SOUNDING TUBE EXNDS TO TOP
OF WELL SCREEN AND SHALL
PROJECT 8" MIN FROM
CONCRET (2 REQUIRED,
ONE ON OPPOSITE CORNERS)

PUMP DISCHARGE
(FOR ORIENTATION,SEE SPECS) I
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VENT/SOUNDING TUBE
EXNDS TO 3' BELOW GRAE
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LOCKING HASP AND STAPLE WELDED TO PIPE AND RETRN
BEND ACROSS COUPLING AND 3" x 2" REDUCER

3" SCREWED RETRN BEND

ELEC CONDUIT, STUB
OUT 6" AND CAP

2" AIR VENT/SOUNDING TUBES
SHAL PROJECT 6" MIN FROM
CONCRETE (2 REQUIRED, ONE
ON OPPOSITE CORNERS)
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6" GRAVEL CHUTE. IF GRAVEL
ENVELOPE WELL
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PUMP & MOTOR

3" SCREWED CAP
WI SIX 1/S" DIA HOLES

FINISHED GRAE

b VENT/SOUNDING TUBE
WELD TO CASING
(2 REQUIRED)
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bio PLATE RING WELDED

TO TOP OF CONDUCTOR
CASING, WELL CASING
AND GRAVEL CHUTE
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CONDUCTOR CASING
AND SANITARY SEA
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6" SCREWD CAP WI HEAVY
DUT HASP AND STAPLE

SIDEWALK FINISH
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FINISHED
GRADE

TOP OF FIRST POUR

GRAVEL CHUT PIPE

GRIND END OF PIPE
SMOOTH BEFORE WELDING

GENERAL NOTES:

1. CHAMFER ALL EXPOSED CONCRETE CORNERS.

2. WELL TO BE KEPT SECURELY COVERED AT
ALL TIMES.

3. GRIND OR FILE ENDS OF PIPE AND HOLES IN
CASING SMOOTH BEFORE WELDING.

4. SEE SPECS. FOR CASING DIA, CONDUIT.
GRAVEL CHUTE, AND CONDUCTOR PIPE
REQUIREMENTS.

5. DISTRICT TO FURNISH PADLOCKS.

6. STRIP AND REMOVE ALL FORMS AFTR
FIRST POUR.

LOS ANGELES COUNTY WATERWORKS DISTRICTS

STANDARD PLANDEPARTMENT OF PUBLIC WORKS
APPROVED

W-20
APRIL 2004

DATE SHEET 1 OF 1


