
SERVICE TAP
(2" AND SMALLER, STEEL WATER MAIN)
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FOR STEEL OR CAST-IRON
OR DUCTILE-IRON PIPE
WR 24" OF COPPER--
TUBE WITH PVC TAPE

TWO LAYERS WITH 50% LAP EACH, OF 10
MIL TAPE (PVC) WITH PRIMER. APPLY
AFTR PRESSURE TESTING ON HOT TAPS.

HEX HEA MAYCO NYLON DIELECTRIC
BUSHING. WRA WIT TEFLON TAPE
TO OUTSIDE THREADS OF
BUSHING. SCREW BUSHING TIGHT IN
COUPLING (STEEL PIPE) OR IN CLAP
ON (CAST-IRON OR DUCTILE-IRON PIPE)
AFR INSERTING CORPORATION STOP. ~
BUSHING MUST BE COMPLELY SCREWED ~INTO COUPLING. ~

CORPORATION STOP, BALL TYPE,
SAME SIZE AS COPPER TUBING
(TRN ON BEFORE TAPING)

2" MIN lA

EXIST. PIPE
COATING

. /' __ WRAP THREAS OF CORP
~ WITH TEFLON TAPE, 50% LAP

SCREW CORP STOP FULLY INTO
BUSHING AND MAE-UP TIGHT
BEFORE INSTALLING BUSHING.

PROTECT THRES FROM ~
WELDING SPLATTR~. P

WELDING HALF COUPLING; DROP
FORGED; TAPERED, WIT IRON PIPE
THRE AND SHAPED TO FIT WATER
MAIN OD; ONE SIZE LAGER THA
CORPORATION STOP

STEEL CYLINDER PIPE, BACKFILL
IS TO PROVIDE A SAND ENVLOPE
6" MIN AROUND MAIN TAP AND
ALONG FIRST 4' OF COPPER SERVICE

~ PATCH SOMASTlC, COAL-TAR
ENAEL, OR HOT ASPHALT, WI
TYE NO. 1750 HOT ASPHAT
PIPE COATING. PATCH CEMENT
MORTAR WI CEMENT -MORTAR
COATING PERAWWA C205.

IF LINING IS OTHER THAN CEMEN
MORTAR OR IF PIPE IS 12 GAGE OR
THINNER, USE MALEALE-IRON SERVICE
CLAP AND STRS AND DIELECTRIC
BUSHING AS SHOWN.

FOR BARE PIPE (OTHER THA ASBESTOS CEMENT
PIPE) COAT SURFACE OF PIPE IN AREA OF TAP
(AL AROUND) WIH CEMENT-MORTAR COATING
PER AWWA C205
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