
CATHODIC PROTECTION - INSULATED JOINT TEST STATION

CONC. METR BOX (APPROX. 10" x
17" x 12") WITH COVER (CONC. IN
PARKWAY, METAL IN TRFFIC)

PEA GRAVEL

z
~
~

SOUTH I EAST # 12 THM, YELLOW

NORTH I WEST # 12 THM, WHIT "MILLER NO. M C M 7n
TEST STATION

THERMIT WELD ONE TEST WIRE
TO EACH PIPE, THEN RECOAT

NTS

CORROSION CONTROL. WIRE TEST PROCEDURE

THE CONTCTOR SHALL MA THE FOLLOWING ELECTRICAL
TESTS BEFORE AND AFTR BACKFILL AND PAVING OPERA-
TIONS;

1. EACH WIRE SHA REA AT LEST 100 MILLIVOLTS
(100 MV FROM THE WIRE TERMINAL TO GROUND
(COPPER SULFATE 112 CELL).

2. EACH WIRE OF THE PAIR OF WIRES FROM DIELECTRIC
COUPLING SHAL PASS ABOVE TESTS PLUS HAVE A
DIFFERENTIA OF 25MV BETEEN REINGS. IF 25MV
CANNOT BE REACHED, CALL INSPECTOR FOR FURTHER
TEST PROCEDURES.

ALL OF THE ABOVE TESTS CAN BE MAE WITH A "MILLER
PIPE TO SOIL 1-A-0107", ORA "TINKER-RASOR PIPE TO
SOIL CPV-2", OR EQUIVALENT INSTRUMENT.

COAT INSULATING FLAGE INCLUDING NUTS AND BOLTS
WIH COAL-TAR PRIMER AND MINIMUM 3/16" THICK HOT
COAL TAR FOLLOWED BY MINIMUM 1" THICK COATING OF
CEMENT MORTAR. FLGE MORTAR COATING TO OVERLA
PIPE COATING 1112" MINIMUM.

CEMENT MORTAR SHAL BE 1 PART CEMENT, 3 PARTS
SAND, AND 1 PART LIME.

BACKFILL FOR 6" AL AROUND ENTIRE VALVE
ASSEMBLY IN CONSTRUCTION SAND.

REQUIREMENTS HEREON SHAAPPL Y IF INSULATING FLAGE
IS INSTALED ON A FITING OR PAIR OF FLAGES,
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CATHODIC PROTECTION - INSULATED JOINT TEST STATION (CONTINUED)
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VALVE BOX PER
STD PLAN W-15

NON-CONDUCTING MASTIC

THERMIT WELD ONE
TEST WIRE TO EACH
PIPE, THEN RECOAT

CEMENT-MORTAR
COATING

INSULATING
FLANGES

THERMITE WELD ONE
TEST WIRE TO EACH
PIPE, THEN RECOAT

INSULATING BOLT SLEEVE WITH
INSULATING WASHER BENEATH
STEEL WASHER, BOTH ENDS OF
BOLTS OR STUDS (SEE DETAIL)

FULL-FACE
INSULATING GASKET

INSULATING
SLEEV

INSULATING
WASHER

STEEL
WASHER

INSULATING
WASHER

2.

DO NOT APPLY METALIC OR
OTHER NON-INSULATING
PAINTS TO INSULATING PARTS
OR OTHER EDGES OF FLAGES.

INSULATING KIT TO BE PSI
TYPE E OR APPROVED EQUAL.

3. INSULATING SLEEV TO BE
1/64" SHORTER THN
DISTANCE BETEN STEEL
WASHERS WHEN BOLT IS
FULLY TIGHTNED.

STEEL
WASHER

1.

NTS
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