
BOOSTER CONTROLS

(TYPICAL FOR EACH BOOSTER)

MIN 2" CONDUIT WITH 4
WIRES FOR POWER & GRND.

4" GAGE, TYP
GAGE PANEL
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PRESSURE
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STARTER
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SEE STD PLA W-4
FOR ELECTRICAL
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3/4 " STEEL PIPE
WELDED TO PIPE
BELOW FLAGE.
USE GRND. CLAP.

\'

ONE ON EACH
SUCTION LINE

ONE ONLY ON
DISCH. HEAER

ONE ONLY ON
SUCTION HEAER

DISCHARGE

SEE STD PLA W-13 FOR
BOOSTER SUCTION CAN NTS

LEGEND:
1/4" COPPER TUBING
IN PVC CONDUCTOR TUBING

GENERAL NOTES:

~
~
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SUCTION GAGE

DISCHAGE GAGE

PRESSURE SWITCH

1. GAGE PANEL SHAL NOT BE INSTALLED ABOVE
ELECTRICAL PANEL

2. PRESSURE SWITCHES FOR PUMP SUCTION AND DISCHARGE
PRESSURES MAY BE REQUIRED IN GAGE PANEL, DEPENDING
ON APPLICATION.

3. PLACE VICTAULIC COUPLING BETEEN BOOSTER AND
CLA-VALVE UNDER NORMA CONDITIONS. IF HIGH
PRESSURE, PLACE VICTAULIC COUPLING AFR CLA-VALVE.
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